
APPENDIX B - THE TWIN CITIES INCIDENT DATABASE

This appendix presents definitions of the training data used in the development of incident
detection algorithms using the I-880 database. The training data are addressed individually
below for two methods of labeling employed.

All times represent the time that the head of queue was detected by the queue identification
algorithm described in Section 9.

B. 1 Remote Labeling

There were 37 incidents identified remotely. The times and locations of the detected head
of queue conditions corresponding to incident traffic are listed in Table B- 1.

Table B-l. Remotely Labeled Incidents
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Date Zone Time

1 O/3 l/96 Z546 6:51
10/3 l/96 Z559 7:47
10/3 l/96 Z229 7:25
10/3 l/96 Z414 8:04
1 l/1/96 Z132 7:27

B .2 On-site Labeling

The times and locations of the detected head of queue conditions corresponding to incident
traffic are listed in Table B-2.

Table B-2. On-site Labeled Incidents



5/15/97 Z63 15:36
5/l 6/97 Z76 8:06

The times and locations of the detected head of queue conditions corresponding to incident-
free traffic are listed in Table B-3.

Table B-3. Detected Head of Queue Conditions Corresponding to Incident-
Free Traffic

.
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Date Zone Time

5/l 2/97 Z183 6:48
5/l 2/97 Z193 7:ll
5/l 2/97 Z322 7:19
5/l 2/97 Z578 7:20
5/l 2/97 Z398 7:27
5/12/97 Z337 7:37
5/12/97 Z127 7:39
5/12/97 Z190 7:42
5/ 12/97 Z626 15:29
5/12/97 Z69 15:42
5/12/97 Z230 15:48
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